JAA Administrative & Guidance Material
Section Four: Operations, Part Three: Temporary Guidance Leaflet (JAR-OPS)

LEAFLET NO. 26 - SECTION 5: Additional MEL Policy


	Item 
	ATA

	Flight Director
	22-10

	Navigation Database(s)
	22-71

	
	

	Datalink
	23-30

	Flight Deck Door Surveillance System 
	23-70

	
	

	Windshear Detection / Warning System
	34-41

	Global Positioning System (GPS)
	34-58

	
	

	Electronic Flight Bag (EFB) Systems
	46-20


	ATA Chapter: 22 Autoflight
	PAGE: 22-1

	     
	     

	(1) System & Sequence Numbers
	(2) Rectification Interval

	ITEM
	
	(3) Number installed

	
	
	
	(4) Number required for dispatch

	
	
	
	
	(5) Remarks or Exceptions

	ATA
	
	
	
	

	
	
	
	
	
	

	22-10
	Flight Director
	C
	-
	-
	(O) One or more may be inoperative provided: 



	
	
	
	
	
	(a)
Applicable operating minima do not require 
their use, and

	
	
	
	
	
	

	
	
	
	
	
	(b)
The navigation specifications of the route to 
be flown do not require their use.

	
	
	
	
	
	

	22-71
	Navigation Database(s)

Note: Database(s) which is/are out of date is/are considered to be inoperative
	C
	-
	0
	(O)  One or more may be inoperative for the intended route where  conventional (non-RNAV) navigation is sufficient, provided:                          
(a) 
Current aeronautical information (e.g. charts) 
is available for the entire route and for the 
aerodromes to be used, and  
                                                                                                                                                                                                                                                                  

	
	
	
	
	
	(b) 
Navigation database information is 
disregarded.

	
	
	
	
	
	

	
	
	C
	-
	1
	Any in excess of one may be inoperative provided: 
(a) The operative database must be up to date for routes, departures, arrival and approach procedures that require the use of navigation Database for RNAV, and
(b)  This up to date Database is readily available to the flight crew member(s) responsible for navigation.


	
	
	
	
	
	

	
	
	
	
	
	(cont.) 

	
	
	
	
	
	


	ATA Chapter: 22 Autoflight
	PAGE: 22-2

	     
	     

	(1) System & Sequence Numbers
	(2) Rectification Interval

	ITEM
	
	(3) Number installed

	
	
	
	(4) Number required for dispatch

	
	
	
	
	(5) Remarks or Exceptions

	ATA
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	22-71
	Navigation Database(s)

(cont.)
	A
	-
	0
	(O) One or more may be out of date for a

maximum of 10 calendar days provided:



	
	
	
	
	
	(a) 
Area Navigation (RNAV) departure, arrival 
and approach procedures do not depend on 
the data amended in the current database 
cycle,  


	
	
	
	
	
	(b) 
Before each flight, current aeronautical 
information is used to verify the database 
Navigation Fixes, the coordinates, 
frequencies, status (as applicable) and 
suitability of Navigation Facilities required for 
the intended route, and


	
	
	
	
	
	(c) 
Radio navigation aids, which are required to 
be flown for departure, arrival and approach 
procedures and which have been amended in 
the current database cycle, are manually 
tuned and identified.



	
	
	
	
	
	

	
	
	A
	-
	0
	(O) One or more may be out of date for a

maximum of 10 calendar days provided:


	
	
	
	
	
	(a)
Conventional (Non-RNAV)  departure, arrival 
and approach procedures, when available, or 
ANSP assistance are used as an alternative 
to RNAV procedures which have been 
amended in the current database cycle,


	
	
	
	
	
	(b) 
Before each flight, current aeronautical 
information is used to verify the database 
Navigation Fixes, the coordinates, 
frequencies, status (as applicable) and 
suitability of Navigation Facilities required for 
the intended route, and


	
	
	
	
	
	(c) 
Radio navigation aids, which are required to 
be flown for departure, arrival and approach 
procedures and which have been amended in 
the current database cycle, are manually 
tuned and identified.

	
	
	
	
	
	


	ATA Chapter: 23 Communications
	PAGE: 23-1

	     
	     

	(1) System & Sequence Numbers
	(2) Rectification Interval

	ITEM
	
	(3) Number installed

	
	
	
	(4) Number required for dispatch

	
	
	
	
	(5) Remarks or Exceptions

	ATA
	
	
	
	

	
	
	
	
	
	

	23-30
	Datalink
	C
	-
	0
	(O) May be inoperative provided alternate procedures are established and used. 

	
	
	
	
	
	

	
	
	D
	-
	0
	May be inoperative provided procedures do not require its use.

	
	
	
	
	
	

	
	
	
	
	
	

	23-70
	Flight Deck Door Surveillance System 

(e.g. CCTV)  (if installed)
	D
	-
	0
	 (O) May be inoperative.

	
	
	
	
	
	


	ATA Chapter: 34 Navigation
	PAGE: 34-1

	     
	     

	(1) System & Sequence Numbers
	(2) Rectification Interval

	ITEM
	
	(3) Number installed

	
	
	
	(4) Number required for dispatch

	
	
	
	
	(5) Remarks or Exceptions

	ATA
	
	
	
	

	
	
	
	
	
	

	34-41
	Windshear Detection / Warning System
	
	
	
	

	
	
	
	
	
	

	
	
(1) Predictive
	D
	-
	0
	May be inoperative.

	
	
	
	
	
	

	
	
(2) Reactive
	D
	-
	0
	(O) May be inoperative provided alternate procedures are established and used.

	
	
	
	
	
	

	34-58
	Global Positioning System (GPS)
	C
	-
	0
	(O) One or more may be inoperative provided alternate procedures are established and used.

	
	
	
	
	
	

	
	
	D
	-
	0
	(O) One or more may be inoperative provided procedures do not require its use.

	
	
	
	
	
	Note: If GPS is used as a Long Range Navigation System, refer to item 34-50 in Section 3 of this TGL.

	
	
	
	
	
	


	ATA Chapter: 46 Information Systems
	PAGE: 46-1

	
	

	(1) System & Sequence Numbers
	(2) Rectification Interval

	ITEM
	
	(3) Number installed

	
	
	
	(4) Number required for dispatch

	
	
	
	
	(5) Remarks or Exceptions

	ATA

	
	
	
	

	
	
	
	
	
	

	46-20
	Electronic Flight Bag (EFB) Systems

(JAR-OPS 1.135(b)/1.1040(m))
	
	
	
	For further guidance relating to EFB, please refer to JAA Administrative & Guidance Material Section Four: Part Three: Temporary Guidance Leaflet No. 36.

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	(1) Class 1, 2 & 3 EFB

The purpose of this entry is not to require inclusion of Class 1 & 2 EFBs in an operator’s MEL, but it is one means of controlling inoperative EFB equipment. Other means may also be agreed with the NAA. 
	C
	-
	0
	(M)(O) May be inoperative provided alternate procedures are established and used where operating procedures are dependant upon the use of the affected EFB.

Note:
Any EFB function which operates 


normally may be used.
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	(1) System & Sequence Numbers
	(2) Rectification Interval

	ITEM
	
	(3) Number installed

	
	
	
	(4) Number required for dispatch

	
	
	
	
	(5) Remarks or Exceptions

	ATA
	
	
	
	

	
	
	
	
	
	

	46-20
	Electronic Flight Bag (EFB) Systems (cont..)

(JAR-OPS 1.135(b)/1.1040(m))
	
	
	
	

	
	
	
	
	
	

	
	(2) Class 2 EFB 
	
	
	
	

	
	
	
	
	
	

	
	(a) Mounting Device
	C


	-


	1


	(M) (O) Any in excess of one may be inoperative provided the affected EFB is secured by an alternative means. 

	
	
	C
	-
	0
	(M) (O) May be inoperative provided:


	
	
	
	
	
	(a)
The associated EFB is used in accordance 
with Class 1 EFB stowage criteria, and



	
	
	
	
	
	(b)
Alternate procedures are established and 
used where operating procedures are 
dependant upon the use of the affected 
EFB

	
	
	
	
	
	

	
	(b) Data Connectivity
	C

C
	-

-
	1

0
	(M) (O) Any in excess of one may be inoperative provided an alternative means of data connectivity is used.

(M) (O) May be inoperative provided alternate procedures are established and used where operating procedures are dependant upon the use of the affected EFB.

	
	
	
	
	
	

	
	
	
	
	
	Note:
Any EFB function which operates normally may be used.

	
	
	
	
	
	

	
	(3) Power Connection 
 for Class 1 and Class 
 2 EFB
	C

C
	-

-
	1

0
	(M) (O) Any in excess of one may be inoperative provided an alternative power source is available and can be used for the planned duration of use of the affected EFB.

(M) (O) May be inoperative provided alternate procedures are established and used.
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